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ONE PERCENT MINIMUM SLOPE THROUGH DRAINAGE
SLAB IS REQUIRED. WHERE A STORM DRAIN LINE IS
AVAILABLE IN THE EXTERIOR STREET, A STORM DRAIN

[—10,00—

(SEE NOTE #D

[ ~—10.00—={| _6CONCRETE SLAB W/ #4 REBAR @12’ LC. EACH WAY.

~— CONSTRUCT EXPANSION JINT ALL AROUND THE CONCRETE SLAB
SEAL WITH ELASTOMERIC JOINT SEAL

ONSTRUET TRANSVERSE. WEAENED PLANE JUINTS @ 10 0c,

(FOR JOINT DETAILS SEE STANDARD DRAWING NUMBER 234).

INLET AT THE BEGINNING OF THE EASEMENT AND AN
18-INCH MINIMUM STORM DRAIN PIPE IS REQUIRED

FLOW LINE/
\/\

TO CONVEY NUISANCE WATER THROUGH THE EASEMENT.
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NOTE #1+ 20' STANDARD WIDTH, DIFFERENT
WIDTHS TO BE DESIGNED ACCORDINGLY
AND IN CONFORMANCE WITH THE CLARK
COUNTY REGIONAL FLOOD CONTROL DISTRICT
HYDROLOGIC CRITERIA AND DRAINAGE
DESIGN MANUAL.

BOLLARDS (PER DRAWING 421 A.
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= 4H % M j GENERAL NOTE: GATE AND FENCE CONSTRUCTION IS
2/ H.. —— Do —~— H I INTENDED TO PREVENT STORAGE OF MATERIALS AND
5’ ||2% CROSS SLOPE (“’2% CROSS SLOPE | > VEHICLES WITHIN CHANNEL. PREVENTION OF PEDESTRIAN

1 % 1 USE MAY BE IMPAIRED, BUT THE DESIGN IS NOT INTENDED
ﬁ tz % TO PREVENT PEDESTRIAN TRAFFIC,
o [ 2 1 o
Fnl H 2 H E\l BOLLARDS MAY BE USED IN LIEU OF GATE

H = H IF PEDESTRIAN ACCESS IS DESIRED.
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PLAN VIEW
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—~CURB _PAINTED RED—

BLOCK WALLS PRIVATELY
OWNED AND MAINTAINED.

INTERIOR STREETS

NOTE #2:
SOLID GROUT 3 COURSES MINIMUM

- NO SURFACE UTILITY FIXTURES ALLIZIWED ~ ABOVE CONCRETE SLAB.
N (SEEEOI\?E[I]TE e — NOTE #3:
_ 10.00° 10.00° [T ELEVATION OF ADJACENT LOT SLAB ON GRADE
- : AND GROUTING [F BLOCK VALL CELLS SHALL
— —  CONFORM TO REQUIREMENTS OF THE CLARK COUNTY
L || REGIONAL FLOOD CONTROL DISTRICT HYIROLOGIC
| | | CRITERTA AND DRAINAGE DESIGN MANUAL.
|| SEE NOTE #2 SEE NOTE #2
FLOV LINE CHANNEL FLOOR \\:ﬁ
—_— ——— -
- _E/JCRI]SS SLOPE__ 2% CRDSS SLOPEH SEE NOTE #3
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TYPE II AGGREGATE BASE
957% MIN, COMPACTION.

6'CONCRETE SLAB W/ #4 REBAR
el2” 0.C. EACH WAY.
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THRU-LOT DRAIN

(DETAIL FOR SLAB ON GRADE)

NOT FOR USE IN EMERGENCY ACCESS
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